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LIDAR SYNTHETIC APERTURE RADAR

Six high-gain panel antennas

Embedded diversity receiver incorporating  
Maximal-Ratio combining and packet switching
			 
Power and output over Ethernet (PoE)

Optional cellular 3G, 4G, LTE video distribution
	
1.4 to 7.1GHz 

Compact - lightweight

Internal BDCs and filters as required

Multiple pipe mounting options

Up to 15dBi gain per sector

Diversity
Antenna System
A6-RX
Six-Channel Multi-Band Antenna with
Embedded Six Input Diversity Receiver

The A6-RX diversity ground antenna system is 
designed to provide high-gain 360° diversity signal 
reception using six independent sectors with up 
to 15dBi of gain in each sector. Integrated into the 
design are high-performance down-converters with 
exceptional selectivity characteristics and a six-input 
diversity receiver. Power for the system is provided 
over Ethernet (PoE) to further simplify installation. The 
A6-RX antenna system decodes up to six channels of 
video and incorporates maximal ratio combining and 
packet switching to ensure robust signal reception.

The entire system is designed as a mobile ground data 
terminal capable of receiving live air-to-ground video 
and sensor data in tactical environments. Video 
monitoring can be provided directly from the antenna via 
HDMI or streaming over VLC. Antenna control, decoding 
and video streaming can use Troll’s mobile TacCase 
to monitor and distribute video over a network. Here 
video is processed and bandwidth optimized for 
further distribution via Ethernet, local WiFi, cloud 
servers or cellular infrastructure 3G, 4G, LTE.  

Easy to deploy, the A6-RX provides external HDMI 
and composite video outputs as well as an integrated 
touchscreen display for local monitoring and control 
of antennas, receivers, encoding, decoding and 
encryption. 

TacCase also records and transmits video in real-time 
over Ethernet, WiFi and cellular 3G, 4G, LTE.  Encoding 
of video and data for transmission to these other 
networks is automatically bandwidth optimized based 
on the data rate available.  This prevents TacCase from 
overloading the network during critical operations.  
TacCase is ideal for airborne law enforcement, military 
ISR and commercial broadcasters trying to manage 
and respond to security situations and news gathering  
opportunities as they unfold on the ground. 

Air- to-Ground Ethernet Connect iv i ty 

Benefits
	 • Lower installation costs
	 • Provide 360° reception 	
	 • Easy to deploy
	 • Video monitoring and distribution options
	 • 1.4GHz to 7.1GHz converted to UHF 
	
Installation
POE (Power over Ethernet) reduces installation costs 
and complexity by minimizing the equipment and 
cables required to configure a system.     

VISIBLE LIGHT INFRARED HD BLENDED SWIR LIDAR SYNTHETIC APERTURE RADAR

Image Intelligence in Real-Time
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Six Channel Diversity Receive System

Specifications subject to change without notice.

Antenna Characteristics Low L Band High L Band S Band Lower C Upper C
Type: Dual Can Dual Slot Dual Slot Quad Slot Quad Slot

Mid-Band: 1.4-1.5 GHz 1.7-1.9 GHz 2-2.5 GHz 4.4-5.0 GHz 6.4-7.1 GHz  

Beamwidth: 65°AZ / 35°EL 63°AZ / 33°EL 60°AZ / 30°EL 63°AZ / 14°EL 60°AZ / 12°EL

Antenna Gain: 11 dBi 12 dBi 13 dBi 14 dBi 15 dBi

Polarization: Vertical Vertical Vertical Vertical Vertical

General
System Type:
Diversity Antennas:
Down-Converters
Receiver:

System Interface
Connection:
Control:
Power:
Outputs:

Diversity Antennas
Type:
Number:
Antenna Gain:
Antenna Polarization:
Antenna Beamwidth (Az)

Block Down Converter
RF Frequency Range:
RF Input Impedance: 
IF Frequency Range:
Noise Figure:

Environmental
Operating Temperature: 

Mechanical
Dimensions:
Weight:

Static Diversity Antenna Array
Diversity Antennas
1.5 GHz -8GHz down converted to UHF
DMR Series Maximal Ratio Combining  
DVB-T demodulation to Ethernet

Ethernet
Passive
Power over Ethernet
UHF 400 - 800 MHz

 

Wide-Band Slot, Sector, MicroStrip, Dipole
Six Antenna panels
Up to 15 dBi in any direction
Vertical 
± 30°

1.4 to 7.4 in bands
50 Ω 
UHF - 50 MHz to 900 MHz
L & S band < 2dB — C band <4dB

-15°C to + 55°C 

15.5” Dia x 12.7” H
20 lbs

Integrated 15” Monitor

Tac-Case Transmit and Receive System

Two (2) LTE modems requires data plan

Multiple Ethernet ports, WiFi and WAN

Load balancing WAN port speed control 

Video outputs Ethernet, HDMI, composite

500 GB digital video recorder DVR

A6-RX
S P E C I F I C AT I O N S

Specifications subject to change without notice.


