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VISIBLE LIGHT INFRARED HD BLENDED SWIR LIDAR SYNTHETIC APERTURE RADAR

Image Intelligence in Real-Time

The ESP8000 is a dedicated HD video decoder 
with AES and B-Crypt editor for high speed, secure 
video transport over public or private networks. It 
allows for remote control of two diversity receivers 
and provides the ability to monitor and manage 
video distribution and security access from any 
ESP8000 location on the network. 

They control secure reception of multiple encrypted 
video sources decoding in full HD resolution 
1080/60 via HDMI or ESP’s display port for 
composite video.  

ESP video decoders provide unique decryption 
keytool editor for AES secure formats. Optional 
switching and control software provides users 
with the ability to route end-to-end encrypted 
video over existing IP infrastructure. This allows 
for the remote control of air-to-ground receive 
networks and UDP, RTP or multi-cast Echo 
functionality from hundreds or even thousands of 
miles away. This ability to control proprietary air-
to-ground receive networks from any ESP location 
allows organizations to analyze situations from 
command nodes and respond in real-time.  UDP 
or RTP transport protocols with Dual-Echo allow 
for the re-transmission of decoded video streams 
to authorized users, network groups or wider 
audiences.

The System setup screen provides the user with 
access to the receiver IP address editing tools, 
Ethernet output, IP destinations, decryption keys 
and clock settings.

The ESP8000 provides access to two video 
destinations over the network. IP address, Port 
and streaming protocol for each destination 
is used to direct encrypted video to other ESP 
locations on the network. 

Encrypted Stream 
Player - ESP8000 
HD Video Decoder with AES 
Decryption Key Editor for Secure 
RTP / UDP and Echo Transport 
over Public or Private Networks 

• 	 Decode and decrypt secure IP video transport 		
	 for live-stream display 

• 	 Supports end-to-end encrypted video transport 	
	 streams over public or private IP infrastructure 

• 	 User selectable video resolutions to 1080/60

• 	 Echo functions to manage video access to 	 	
	 authorized users, groups or larger audiences 

• 	 UDP, RTP or multi-cast Echo functionality

• 	 Cyclops remote control and switching for 	 	
	 two diversity receivers

• 	 Cyclops ESP encryption Keytool AES editor with	
	 real-time decoding over public or private network 

• 	 Optional DVR

Air-to-Ground Ethernet Connectivity
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ESP8000
S P E C I F I C A T I O N S
Specifications subject to change without notice.

Video Transport Stream Decryption 
and HDMI Video Decoder 

Processor
OS
Video Input
Video Output 
Input Power
 
Output Type
Control
Decryption

Dimensions
Weight
Temperature Range

Troll Cyclops Software

Dual-Core Intel 
Linux
Ethernet 10/100
Output Resolution: Up to 1080P (user selectable)
12 VDC @ 2A 
120-240 VAC with AC/DC converter
HDMI and display port for simultaneous composite (RCA Video, Audio) 
On-screen keyboard or Optional hardware keyboard
Supports decryption and network management –via Troll Cyclops software

4.58” W x 4”D x 1.475” H
1.6lbs
-20C to + 50C

On-screen keyboard (OSK) via Cyclops
Remote control for Troll DMR8000 diversity receivers via Cyclops

End-to-end video encryption, decryption and decoding 
in real-time over public or private networks.

DMR8000

IP NETWORK CONNECTION

to Ethernet
Network

Connection

to Ethernet
Network

Connection

IP NETWORK CONNECTION

1 2 3 4 5 6

1 2 3 4 5 6

DMR8000

RX-1
Encrypted Transport
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